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LDK535_1 LDK535_2

ARH70 ARB80 ARB120 ARB200ARB150

LARotate

LAGrip

Allrounder.

// Suitable for every excavator type and all excavator mounts

Type Art. no.
Torque at 

320 bar (Nm)

Max.
rotation 

(bar)

Optimum oil
flow, rotation 

(l/min)

Dead
weight  

(kg)

Mounting
height 
(mm)

Excavator
service weight 

(to)

LAGrip multipur-
pose grapple

ARH70 130638 2800 320 25 49 215 3 – 6 LAGrip 09

ARB80 130698 3000 320 25 77 185 6 – 9 LAGrip 09

ARB120 132498 3800 320 25 92 228 7 – 13 LAGrip 18

ARB150 130639 3800 320 25 164 272 10 – 20 LAGrip 18 – 26

ARB200 132854 4200 320 25 168 277 15 – 26 LAGrip 26

Type Art. no.
Torque at

140 bar (Nm)

Max.
rotation 

(bar)

Optimum oil
flow, rotation 

(l/min)

Dead
weight  

(kg)

Mounting
height 
(mm)

Excavator
service weight 

(to)

LAGrip multipur-
pose grapple

LDK535_1 132475 4000 140 75 approx. 400 430 10 – 22 LAGrip 18 – 26

LDK535_2 117380 5900 140 75 – 100 approx. 410 430 10 – 22 LAGrip 18 – 26
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// High rotational and holding forces

// Two-row slewing rings withstand high loads

// Quick and simple commissioning

// Pressure relief valves on LASCO slewing rings are pre-set; only the hydraulic lines are connected

 on site

// Optional: 2 hydraulic motors for maximum torque
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LAGrip 09D.045

LAGrip 09C.045

LAGrip 09A.045 LAGrip 18A.065

LAGrip 18D.084

LAGrip 18C.084

LAGrip 26D.102

LAGrip 26A.078

LAGrip 26C.102

LAGrip 09B.045 LAGrip 18B.084 LAGrip 26B.102

LAGrip 26C.078

LAGrip 26D.078

LAGrip 26B.078

LAGrip 
MULTIPURPOSE GRAPPLE

// High closing force thanks to 2 cylinders and clever kinematics

// Safe operation thanks to integrated load-holding valve

// Longevity thanks to rotating replaceable cutters

// Shark‘s teeth prevent material from slipping when gripping

// Efficient operation thanks to compact attachment

// Direct proximity of attached tool to carrier vehicle enables accurate 
 operation 

// All parts in contact with material are made of highly wear-resistant 
 steel

// Mechanical stops prevent cylinder damage

// Hydraulic lines are protected optimally from damage in the body

Type Art. no.
Service

weight [t]
Opening width

[mm]
Shovel width

[mm]
Weight

[kg]
Shovel

volume [l] 

Grapple closing 
force [kN] at

opera. pressure

Operating
pressure

[bar]

LAGrip 09A.045 112478 6 – 9 1280 450 315 120 25 300

LAGrip 18A.065 112482 10 – 20 1900 650 750 335 30,9 300

LAGrip 26A.078 112486 16 – 26 2100 780 1125 520 49,5 300

LAGrip closed shell with teeth

Type Art. no.
Service

weight [t]
Opening width

[mm]
Shovel width

[mm]
Weight

[kg]
Shovel

volume [l] 

Grapple closing 
force [kN] at

opera. pressure

Operating
pressure

[bar]

LAGrip 09D.045 112481 6 – 9 1355 455 297 110 25 300

LAGrip 18D.084 112483 10 – 20 2100 845 890 530 30,9 300

LAGrip 26D.078 112487 16 – 26 2200 780 1145 600 49,5 300

LAGrip 26D.102 112488 16 – 26 2200 1020 1365 830 49,5 300

LAGrip closed shell with replaceable cutters

Type Art. no.
Service

weight [t]
Opening width

[mm]
Shovel width

[mm]
Weight

[kg]
Shovel

volume [l] 

Grapple closing 
force [kN] at

opera. pressure

Operating
pressure

[bar]

LAGrip 09B.045 112479 6 – 9 1355 455 305 110 25 300

LAGrip 18B.084 112484 10 – 20 2100 845 1100 530 30,9 300

LAGrip 26B.078 112492 16 – 26 2200 780 1245 620 49,5 300

LAGrip 26B.102 112491 16 – 26 2200 1020 1435 830 49,5 300

LAGrip lattice shell with replaceable cutters

Type Art. no.
Service

weight [t]
Opening width

[mm]
Shovel width

[mm]
Weight

[kg]
Shovel

volume [l] 

Grapple closing 
force [kN] at

opera. pressure

Operating
pressure

[bar]

LAGrip 09C.045 112480 6 – 9 1355 455 295 110 25 300

LAGrip 18C.084 112485 10 – 20 2100 845 870 530 30,9 300

LAGrip 26C.078 112489 16 – 26 2200 780 1125 600 49,5 300

LAGrip 26C.102 112490 16 – 26 2200 1020 1340 830 49,5 300

LAGrip perforated shell with replaceable cutters
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Does more.

* Optional side panel


